TOLERANCES

+.005” —.0057
+.127 mm — .127 mm

STANDARD SIZES

.250 to 8.00 inches
6.35 mm to 203 mm

K100-S APPLICATIONS
Because K100-S is “The Perfect Aluminum Plate,”

it has a wide range of manufacturing applications:

Thickness

K100-S can be painted on both sides, including finishes Widdh Goralits
o b ) 972 mm

requiring a heat-curing process

E al2 48.5 inches +.125 -0
K100-S can be used for mold cooling and heating plates 1232 mm +3.175 mm — 0 mm
without impregnation 60.5 inches
K100-S can be used for low pressure molds for shoes, skis e
and many other products Length 96.5 and 144.5 inches +125-07

2451 mm and 3670 mm

250 — .500 inches
.625 — 8.00 inches

+3.175 mm — 0 mm

K100-S “The Perfect Plate” for composite tooling

.. . . . . o within .015" — 381 mm
requiring vacuum integrity and dimensional stability

within .010” — .254 mm

Flatness

K100-S TYPICAL PROPERTIES
13.2 x 1076 (68°-212°F)

Typical Tensile Strength 38,000 psi Coefficient of Expansion

Typical Yield 18,000 psi Electrical Conductivity 29 (IACS%)

Typical Elongation 10% to 12% .. ) ) .
Brinell Hardness 60 to 65 Thermal Conductivity 810 English Units (77°F)

Density 0.101 Ib./in3 Modulus of Elasticity 10.3 KSI x 103
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